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GM Diesel Study Batch#

Facility Name: ERA {NVFEL) Facility Type: in House

Owner: EPA (NVFEL) Phone: (734) 214-4233

2588 Plymouth Rd.

Ann Arbor Ml 48105
Inspector: Dan Cullen  Inspection Dale : 3/24/2010
Samples Type: Test Fusl VOO
inspection information logged in by RG on 3/25/2010. : Seasom;  Winter
M Diesel Study-ULED3I24M0 FTAG: 18593 Comments;
Test .
Code Test Method Results  Units Fugl_ 14  Analyst  Anaiysis Date
Code:
65 Percent Evaporated at 200 Degrees ¥ D86 G Wolume Percent RG 420i12010
88 Percent Evaporated at 308 Degrees F DES 4 Volume Percent RG 4/20/2010
49 Olefingin by FIA D1319 0.9 Volume Percent RCG 4152010
45 Aromatics by FIA D318 287 Volume Percent RCG 482010
44 Ceotaneindex D876 44.9 Cetane Index RGG 4/20/2010
101 Iitial Boiling Point D86 3652 DegreesF RG 4202010
110 10 Percent Das 418.7 Degress B RG &IZ002010
160 50 Percent Dae 5052 Degraes F RG 42012010
190 90 Percent DBs §12.3 Degrees F RG 472012010
200 End Point #11) 653.7 Degrees F RG 4/20/2010
201 Residue Das 0.8 mi RG 4242010
202  Total Recovery Das 878 mb R 4/20/2010
203 Loss DBs 1.8 mL RG Y2010
47 Aromatics in Diesel Fuel SFC D5186 297 Mass Percent F& 412812010
422 Sultur in LS Diegel D2622 0.00082 Weight Percent NET TR0
32  Woeight Fraction Carbon D3343 0.88922. Weight Fraction cPy
3 Net Heal of Combustion D3338 18421 BTU per Pound CPU
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